CANTON TYPE |

STANDARD CONCRETE CURB CANTON TYPE 2 NOTES:

STANDARD CONCRETE COMBINED 1. CURB CONSTRUCTION MUST TO CONFORM TO ODOT
CONCRETE & GUTTER 609 AND THE CURRENT CITY OF CANTON

SPECIFICATIONS FOR THE CONSTRUCTION, REPAIR,
CONCRETE CURB, AND REPLACEMENT OF SIDEWALKS, CURBS, AND
6"x18", ODOT 609 DRIVEWAYS.
4" RISE FROM
FACE TO BACK 2. CONCRETE MATERIAL FOR CURB AND WALK MUST BE
R=3/4" ODOT 499 CLASS 'C' CONCRETE WITH LIMESTONE
J«\ 4 AGGREGATE.

R=1/4"

4"t . . & 1/4" RISE FROM 3. NO FOUNDRY SAND OR SLAG PERMITTED IN
i 4 FACE TO BACK AGGREGATE BASE, ODOT 304.
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A \\T\\ 4. CURB CONTRACTION JOINT MUST BE SPACED 10 FEET

TYPICALLY; WALK CONTRACTION JOINTS MUST BE
SPACED 5 FEET TYPICALLY, UNLESS OTHERWISE
APPROVED BY THE CITY ENGINEER. CURB
EXPANSION JOINTS MUST BE INSTALLED AT CURB
INLET CATCH BASIN AND AT ANY OTHER RIGID
STRUCTURES. CURB EXPANSION AND
CONSTRUCTION JOINTS MUST BE DOWLED WITH TWO
(2) #5 THRU #8 SMOOTH BARS, 18" LONG, EXTENDING

b . 6" 9" INTO EACH CURB.
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5. CONCRETE WALK REPLACED OR INSTALLED
ADJACENT TO EXISTING CONCRETE CURB MUST BE

i AT I L L e DOWELED TO THE EXISTING CURB, UNLESS

AT B A S R DETERMINED OTHERWISE BY THE CITY ENGINEER

A T S B (SEE CITY STD. DWG. 29).

", 6" AGGREGATE BASE, .
N ODOT 304 :

18"

o Tl GGREGATE BASE, ODOT 304 © s UL L L 6. ODOT REFERENCES ARE FROM THE CURRENT ODOT
P A B . 7 | CONSTRUCTION AND MATERIAL SPECIFICATIONS. ANY

e 1 DISCREPANCIES SHALL BE SUBJECT TO THE CITY

et e e e e e e A Y

36”7 7. ODOT CURB TYPE 6 AND TYPE 2 (ODOT STD CONST.
DWG. BP-5.1) ARE ACCEPTABLE OPTIONS

RESPECTIVELY TO CITY STANDARD CURB TYPE 1 AND
2 FOR NEW ROADWAY OR CITY PROJECTS, AS
APPROVED BY THE CITY ENGINEER. WHEN A CANTON
CURB TYPE ABUTS AN ODOT CURB TYPE, THE
CONTACTOR MUST TRANSITION THE CURB FACE AND
TOP TO MATCH THE EXISTING CURB FACE AND TOP
WITHIN A 4' LENGTH, BUT NOT LESS THAN 1°' LENGTH.
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